
 

  Project Profile  

 

 Canaipa Passage Maintenance Dredging  

 Principal: Gold Coast Waterways Authority Location: Canaipa Passage, Qld  

 Scope of Work 
Neumann Contractors were commissioned by the Gold 
Coast Waterway Authority to complete the dredging of 
30,000m3 of sand from two areas from the Canaipa Passage 
in the Gold Coast Broadwater.  

The dredging was completed using Neumann Contractors 
designed and built 450mm cutter suction dredge the Nu-
Endeavour. As there was no access for land-based 
equipment, Neumann Contractors designed and constructed 
250mm, three-wire cutter suction dredge the Nu-Discovery 
was modified to receive the 500mm delivery pipeline from 
the Nu-Endeavour and was used to place the sand in 
accordance with the beach design profile. 

 

 

 

  

 

 

 

Nu Compact Cutter Suction Dredge 

Length (short/extended):  ....................................................... 17.53/27.53m 
Nominal Production Rate: ..............................................................  220m3/hr 
Total Power/Power at Pump:  ................. 634/375 kW (850/500 hp) 
Pipeline Diameter: ..................................................................................  300 mm 
Maximum Digging Depth (short/extended):  ..........................  8/15m 
Gross Weight:  .......................................................................................  115 Tonnes 
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