
 

  Project Profile  

 

 Cullen Bay Ferry Terminal Channel Maintenance 
Dredging 

 

 Principal: Bhagwan Marine Location: Darwin Port Harbour, NT  
 Scope of Works 

Bhagwan Marine hired Neumann Dredging’s designed and built 250mm cutter 
suction dredge, the Nu-Investigator and a 250mm booster station to complete 
100,000m3 of maintenance dredging in the access channel to the Cullen Bay 
Ferry Terminal in Darwin.   

To dredge the required depths during the high tides, Neumann Dredging 
modified the dredge specifically for the project by increasing the pump size to 
300mm and fabricating a new extended 300mm ladder to increase the 
maximum dredging depth to 8 metres. 

The Nu Investigator Cutter Suction Dredge has successfully removed sand, 
slimes, and mine tailings. 

This unit is transportable in 2 x 40’ open top shipping containers to provide 
cost-effective mobilisation logistics when dismantled. 

 

 

 

 

 

 

 

  

 

 

 

Nu Investigator Cutter Suction Dredge 

Length (Hull): ...................................................................................................... 11.4m 
Engine: ............................................................................... Cummins 6CTA8.3-C 
Total Power/Power at Pump:  ....................... 195/164kW (260/220hp) 
Pipeline Diameter: .................................................................................... 250 mm 
Maximum Dredging Depth:  ........................................................ 6.5 metres 
Gross Weight:  .......................................................................................  23 Tonnes 
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