Maroochy Foreshore Replenishment Dredging

Principal: Sunshine Coast Council

Location: Maroochydore, Queensland

Maroochy River Dredging and Beach Nourishment Works

The Sunshine Coast Council (SCC) required the dredging of sand
within the Maroochy River. The works involved mobilising the
450mm Cutter Suction Dredge the “Nu Endeavour” through the
Maroochy River mouth and the dredging of 75,000m3 of sand

through an existing 400mm diameter pipeline located in the dunes.

This sand was used to renourish a 1.5km stretch of beach between
the Maroochydore and Alexandra Headlands Surf Lifesaving Clubs.

Scope of Work

The requirements particular to the operation included:

¢ Supply of the 460mm CSD Dredge, Booster and ancillary
plant,

Dredging of 75,000m3 of sand from the approved area
within the Maroochy River,

Placement of 75,000m3 of sand to the approved beach
locations and profiles as required by SCC,

Site rehabilitation and rectification as required.

Challenges

Due to the migration and spawning activities of commercially and
recreationally important fish species within the areq, dredging
could not occur during the two days prior, the day and two days
after the new and full moons.

Despite these restrictions and a four-month timeframe available,
the dredging and beach nourishment works were completed in
under two months.

—

Nu Endeavour Cutter Suction Dredge

Length: 34.78m
Nominal Production Rate: 650m3/hr
Total Power/Power at Pump: .... 1,454/1,044kW (1,950/1400 hp)

Pipeline Diameter: 450 mm
Maximum Digging Depth: 15 metres
Gross Weight: 220 Tonnes




