
 

  Project Profile  

 

 South Channel & South Wavebreak Island Dredging  

 Principal: Gold Coast Waterways Authority Location: Gold Coast, Queensland  
 

Overview of Project 
The Gold Coast Waterways Authority engaged Neumann 
Dredging for complete maintenance dredging works for the 
South Channel and South Wavebreak Island Channel, on the 
Gold Coast, Queensland. 

 

Scope of Works 
The works involved dredging the nominated shallow areas of 
the primary South Navigation Channel and the secondary 
South Wavebreak Island Channel. 

A total of 42,400m3 was removed from the channels. There 
was 32,000m3 to be dredged from the South Channel 
between the Seaway and Wavebreak Island, 8,700m3 from 
the South Wavebreak Island Channel and 1,700m3 from the 
South Channel adjacent to the Spit Finger. 

The sand was used to re-nourish eroded beach areas on 
Wavebreak Island and the Spit Finger.  

 

Challenges 
• Dredging in a busy waterway while maintaining 

boating access at all times. 
• Dredging in the Seaway Channel under conditions of 

high swell 
• Strict environmental guidelines, 
• Managing beach nourishment works around busy dive 

areas 

 

 
 

 

 
 

 

 

  

 

 

Nu Endeavour Cutter Suction Dredge 

Length: .................................................................................................................. 34.78m 
Nominal Production Rate: ................................................................. 650m3/hr 
Total Power/Power at Pump:  .......... 1,454/1,044kW (1,950/1400 hp) 
Pipeline Diameter:.....................................................................................  450 mm 
Maximum Digging Depth: .................................................................. 15 metres 
Gross Weight:  ......................................................................................  220 Tonnes 
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